Boardwalk 20mm

4

Boardwalk 20mm is a bespoke, own-brand range of 20mm-thick wood-look porcelain tiles for outdoor
use. Subtle colours and delicate textures evoke the weather-worn boards of coastal walkways and
promontories, whilst the carefully considered anti-slip finish provides safety and reassurance underfoot.

Floor: DXF BWK 04 Natural Grip
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DXF BWK 01 Natural Grip

Floor: DXF BWK 02 Natural Grip



DXF BWK 01

DXF BWK 02

DXF BWK 03

DXF BWK 04

Sizes

Size (mm) Thickness Finish Colour Availability

1 1196.4 x196.4 (R) 20 Natural Grip All colours

(R) Rectified size - square edge with bevel. Swatch colours may vary from original.
Samples should be requested.

B Shade variation DOMUS
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Features

The planks are supplied with precise grooves cut into both long
edges. Whilst the range may be traditionally fixed if required,
when combined with a pedestal and rail system and a unique clip
system that slots into the grooved channels, the boards become
anchored and secure against the possibility of wind uplift.
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Paired with the non-combustible A-PED pedestal and joist,
Boardwalk 20mm tiles are suitable for use on balconies
and other areas requiring maximum fire safety. For BROOF
(t4) compliant build-ups, this range can be used with the

PB pedestal systems and a wide choice of roofing systems.
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196.4mm 196.4mm 196.4mm

V2 - Moderate
DXF BWK 02 Natural Grip BN shade Variation D D M U S
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V2 - Moderate Shade Variation

DXF BWK 03

DXF BWK 02 DXF BWK 04



Boardwalk 20mm

Product Type:

Use:

Product Code:

DIMENSION & SURFACE QUALITY

Length & width BS EN ISO 10545-2 + 0.60% (max. + 2.0mm) Conforms
Thickness BS EN ISO 10545-2 + 5% (max. = 0.5mm) Conforms
Edge straightness BS EN ISO 10545-2 + 0.50% (max. £ 1.5mm) Conforms
Orthogonality (squareness) BS EN ISO 10545-2 +0.50% (max. + 2.0mm) Conforms
Planarity (flatness) BS EN ISO 10545-2 + 0.50% (max. £ 2.0mm) Conforms
SLIP RESISTANCE
Areas with footwear BS EN ISO 10545-17 R11 from 19° to 27° Natural Grip
(DIN 51130)
Areas with bare feet DIN 51097 C over 24° Natural Grip
Slip resistance (Pendulum) BS EN 16165 Test results upon request

Coefficient of friction

PRODUCT QUALITY & DURABILITY

Water absorption
Modulus of rupture (bending strength)
Breaking strength

Resistance to deep abrasion
(unglazed tiles)

Linear thermal expansion coefficient
Thermal shock resistance
Frost resistance

Chemical resistance:
Low concentrations of acids & alkalis

High concentrations of acids & alkalis

Domestic chemicals & additives
for swimming pools

Stain resistance

Reaction to fire

Recycled content

ISO

14001 2015
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BS EN ISO 10545-3

BS EN ISO 10545-4

BS EN ISO 10545-4

BS EN ISO 10545-6

BS EN ISO 10545-8

BS EN ISO 10545-9

BS EN ISO 10545-12

BS EN ISO 10545-13

BS EN I1SO 10545-13

BS EN ISO 10545-13

BS EN ISO 10545-14

Based on the decision

96/603/EC
and its changes
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<0.5%

> 35 N/mm?

>7.5mm >1300 N

<175 mm?

Declared value

No visible defects

No surface alteration

No visible defects

No visible defects

UB/GB min.

Declared value - unglazed

Ale/Al

<0.1% (Typical Value)
> 50 N/mm?(Typical Value)
>12 000 N (Typical Value)

<145 mm? (Typical Value)

< 7.5x10°%/ °C (Typical value)
Resistant

Resistant

ULA
UHA

UA

Class 4

Alr/Al

7%

DOMUS
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