Gubi Wall

Ceramic Design
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Wall: DLGW 01 Prints Natural

4 Colours / 1Finish / 2 Sizes

In a soft, industrial palette, Gubi Wall provides surface detailing with a

minimalist aesthetic. Five distinct surface relief designs: Calm, Prints, Peak, Filo,
and Fall, each with a striking textural pattern making it perfect for feature walls.



DLGW 01 Calm

DLGW 01 Fall

DLGW 05 Calm

DLGW OS5 Fall
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DLGW 01 Peak

DLGW 01 Prints

DLGW 01 Filo
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DLGW 05 Prints DLGW 05 Peak

DLGW 05 Filo

DLGW 02 Calm

DLGW 02 Fall

DLGW 06 Calm

DLGW 06 Fall

DLGW 02 Prints DLGW 02 Peak

DLGW 02 Filo

DLGW 06 Prints DLGW 06 Peak

DLGW 06 Filo

Sizes

2
Size (mm) Thickness Finish Colour Availability
1 Fall 9 Natural All colours
1198 x 598 (R)
Filo 9 Natural All colours
1198 x 598 (R)
2 Calm 9 Natural All colours
898 x 298 (R)
Prints 9 Natural All colours
898 x 298 (R)
Peak 9 Natural All colours

898 x 298 (R)

(R) Rectified size - squared edge with bevel. Suitable for use on internal walls
only. Swatch colours may vary from original. Samples should be requested.
Please note: tiles feature an arrow on the reverse indicating the correct
laying direction, which should be followed during installation.

V2 - Moderate
WIW shade Variation
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Gubi Wall

Product Type:

Use:

Product Code:

DIMENSION & SURFACE QUALITY

Length & width

Thickness

Edge straightness

Orthogonality (squareness)

Planarity (flatness):
Centre curvature

Edge curvature

Warpage

Appearance

BS EN ISO 10545-2

BS EN ISO 10545-2

BS EN ISO 10545-2

BS EN ISO 10545-2

BS EN ISO 10545-2

BS EN ISO 10545-2

BS EN ISO 10545-2

BS EN ISO 10545-2

+ 0.50% (max. + 2.0mm)

+10% (max. + 0.5mm)

+ 0.30% (max. + 1.5mm)

+ 0.50% (max. + 2.0mm)

+ 0.5% (max. + 2.0mm
- 0.3% (max. - .5mm)

+0.5% (max. + 2.0mm)
- 0.3% (max. - .5mm)

+ 0.5% (max. * 2.0mm)

> 95%

Conforms

Conforms

Conforms

Conforms

Conforms

Conforms

Conforms

Conforms

PRODUCT QUALITY & DURABILITY

Water absorption

Modulus of rupture (bending strength)

Breaking strength

Crazing resistance

Chemical resistance:

Low concentrations of acids & alkalis

Domestic chemicals & additives

for swimming pools
Stain resistance

Reaction to fire

Recycled content

ISO

9001 2015

RECYCLED
CONTENT

BS EN ISO 10545-3

BS EN ISO 10545-4

BS EN ISO 10545-4

BS EN ISO 10545-11

BS EN ISO 10545-13

BS EN ISO 10545-13

BS EN ISO 10545-14

Based on the decision

96/603/EC
and its changes

@ EPD®

service@domusgroup.com

>10%

>12 N/mm?

> 600N

No visible defects

No visible defects

GB min.

Min. Class 3

Al

Conforms

Conforms

Conforms

Resistant

GLA

GA

Class 5

Al

45%
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