Origami

Ceramic Design

Wall: DWK 02 & DWK 02 Décor Gloss

6 Colours /1 Finish /1 Size

Origami, as the name implies, is a ceramic wall tile range that pays homage to the refined delicacy and
transient nature of the Japanese art of origami. The range, inspired by paper folds and complemented
by crystalline glazes, achieves a unique lightness in tonal variation along the edges of each tile.

Wall: DWK 03 & DWK 03 Décor Gloss
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Wall: DWK 01 Gloss
Recess: DWK 05 Décor Gloss

Wall: DWK 04 & DWK 04 Décor Gloss



Sizes

DWK 01 DWK 01 Décor

1
DWK 03 Décor
Size (mm) Thickness Finish Colour Availability
1 125 x 62 (N) 8.5 Gloss All colours
Décor 9.5 Gloss All colours
125 x 62 (N)
DWK 04 DWK 04 Décor :?205un<1:J1Edge 8.5 Gloss All colours
X

(N) Nominal size - pressed edge. Swatch colours may vary from original.
Samples should be requested. Recommended for use on internal

walls only. One box of the Décor tiles contains eight different patterns
randomly mixed; patterns cannot be purchased individually

DWK 05 DWK 05 Décor

L n )
DWK 06 Décor BB Shade variation DOMUS
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Décor Patterns
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DWK 05 Décor DWK 06 Décor

DWK 03 Décor DWK 04 Décor

MR Shade Variation DOMUS
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Origami

Product Type:
Use:
Product Code:

DIMENSION & SURFACE QUALITY

Length & width BS EN ISO 10545-2 +0.75mm + 0.50%

(max. = 2.0mm)
Thickness BS EN ISO 10545-2 +0.5mm +10%
(max. = 0.5mm)

Conforms

Conforms

PRODUCT QUALITY & DURABILITY

Water absorption

Modulus of rupture (bending strength)
Breaking strength

Linear thermal expansion coefficient
Thermal shock resistance

Crazing resistance

Chemical resistance:
Low concentrations of acids & alkalis

High concentrations of acids & alkalis

Domestic chemicals & additives
for swimming pools

Stain resistance

Reaction to fire

Recycled content

@) EPD"

BS EN ISO 10545-3

BS EN ISO 10545-4

BS EN ISO 10545-4

BS EN ISO 10545-8

BS EN ISO 10545-9

BS EN ISO 10545-11

BS EN ISO 10545-13
BS EN ISO 10545-13

BS EN ISO 10545-13

BS EN ISO 10545-14

Based on the decision
96/603/EC
and its changes

>10% Conforms

> 7.5mm thick > 12 N/mm?2 Conforms

> 7.5mm thick > 600 N

Declared value

Conforms

<7 x10°% /°C (Average value)

No visible defects Resistant
No visible signs Resistant
No visible defects GLA
No visible defects GHA
GB min. GA
Min. Class 3 Class 5
Al Al

61%
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