Apex

Ceramic Design

b )

YVES SAINT L

Wall: DENT 03 Reeded Gloss

7 Colours / 2 Finishes / 1 Size
Apex is a range of ceramic wall tiles comprised of solid colours, specifically designed to achieve a

minimalist and sophisticated appearance. Its reliefs are ideal for creating striking three-dimensional
settings, and depending on the light and angle, add significant depth and dynamism to any space.

Wall: DENT 06 Reeded Gloss
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Wall (left): DENT O1 Reeded Gloss
Wall (right): DENT 06 V-Ribbed Gloss

Wall: DENT 05 V-Ribbed Gloss




DENT O1 Reeded DENT 01 V-Ribbed

DENT 02 Reeded DENT 02 V-Ribbed

DENT 03 Reeded DENT 03 V-Ribbed

DENT 04 Reeded DENT 04 V-Ribbed

DENT 05 Reeded DENT 05 V-Ribbed

DENT 06 Reeded DENT 06 V-Ribbed

DENT 07 Reeded DENT 07 V-Ribbed

Sizes

Size (mm) Thickness Finish Colour Availability
1 Reeded 10 Matt All colours

402 x 101 (N) Gloss All colours

V-Ribbed 15 Matt All colours

402 x 101 (N) Gloss All colours

(N) Nominal size - pressed edge. Swatch colours may vary from original.
Samples should be requested. Recommended for use on internal walls only.
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Apex

PRODUCT QUALITY & DURABILITY

Water absorption BS EN ISO 10545-3 >10% Conforms
Product Type: Modulus of rupture (bending strength) BS EN ISO 10545-4 < 7.5mm thick > 15 N/mm? Conforms
Use:
Breaking strength BS EN ISO 10545-4 < 7.5mm thick =200 N Conforms
Product Code:
Crazing resistance BS EN I1SO 10545-11 No visible signs Conforms
DIMENSION & SURFACE QUALITY Chemical resistance:
Low concentrations of acids & alkalis BS EN ISO 10545-13 No visible defects GLA
Domestic chemicals & additives BS EN ISO 10545-13 GB min. GA
for swimming pools
Stain resistance BS EN ISO 10545-14 Min. Class 3 5
Length & width BS EN ISO 10545-2 +0.75mm + 0.50% Conforms _ ) R
(max. + 2.0mm) Reaction to fire Based on the decision Al Al
96/603/EC
and its changes
Thickness BS EN ISO 10545-2 +0.5mm +10% Conforms
(max. £ 0.5mm) Recycled content 61%
Orthogonality (squareness) BS EN I1SO 10545-2 +0.75mm +0.50% Conforms

(max. + 2.0mm)

Planarity (flatness):

Centre curvature BS EN ISO 10545-2 +0.75mm +0.5% (max. + 2.0mm
-0.5mm - 0.3% (max. - 1.5mm)
Edge curvature BS EN ISO 10545-2 +0.75mm +0.5% (max. + 2.0mm)
-0.5mm - 0.3% (max. - 1.5mm)
Warpage BS EN ISO 10545-2 +0.75mm + 0.5% (max. + 2.0mm)
Appearance BS EN ISO 10545-2 >95% Conforms
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