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Pergo 190 is a precision-manufactured engineered wood range produced in a 

wide selection of beautiful natural tones and contemporary colours, in a plank 

width of 190mm. Refer to Pergo 220 and Pergo 260 for additional width options.  

Floor: WDPE 1916 Extra Matt UV Lacquer

Floor: WDPE 1903 Matt UV Lacquer

Pergo 190

Engineered Wood



Floor: WDPE 1905 Matt UV Lacquer

Floor: WDPE 1917 Extra Matt UV Lacquer
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Sizes

WDPE 1903 TintedWDPE 1909 Tinted

WDPE 1910 Tinted

WDPE 1905 TintedWDPE 1917 Natural

WDPE 1915 Tinted WDPE 1914 Tinted

WDPE 1916 Limed WDPE 1912 Tinted

1 190 x 1820

Size (mm)

WDPE 1901, 1902, 1903 & 1905
WDPE 1909, 1910, 1912 & 1914–1917

Colour AvailabilityThickness (Lamella)

13 (2.5)

Finish

Matt UV Lacquer
Extra Matt UV Lacquer

Swatch colours may vary from original. Samples should be requested.

1

Oak top layer. HDF Mastercore. Spruce or pine backing 

Accent (WDPE 1901, 1902, 1903 & 1905)

Lively (WDPE 1909, 1910 & 1916)

Selected (WDPE 1912, 1914, 1915 & 1917)

Brushed (WDPE 1901, 1902, 1903, 1905, 1915 & 1917)

Deep Brushed (WDPE 1909, 1910, 1912, 1914 & 1916)

Matt Lacquer, UV fixed (WDPE 1901, 1902, 1903 & 1905)

Extra Matt Lacquer, UV fixed (1909, 1910, 1912 & 1914–1917)

StayClean & StayClean+

2-way bevel (long edges)

PEFC

Internal use only. Suitable with underfloor heating

PerfectFold™ 3.0 click system

Recommended for floated or bonded installation

Limed (WDPE 1901 & 1916)

Tinted (WDPE 1902, 1903, 1905, 1909, 1910, 1912, 1914 & 1915)

Natural (WDPE 1917)

Materials: 

Grades:

Brushing:

Finishes:

Technology:

Edge Detail:

Certification:

Application:

Installation:

Treatments:

Specification

WDPE 1901 Limed WDPE 1902 Tinted

PEFC/16-37-2066

Promoting
Sustainable Forest
Management

www.pefc.co.uk


