
12 Colours / 1 Finish / 1 Size

Crafted from European oak with a multi-ply construction and a 3mm wear layer, Bosque Parquet 

combines aesthetic appeal with long-term performance. The FSC™ Mix certification ensures the wood is 

sourced from responsibly managed forests, supporting sustainable design without compromising quality.

Bosque Parquet

Engineered Wood

Floor: WDBQ 008 Herringbone Matt UV Lacquer, Accent Grade

Floor: WDBQ 008 Herringbone Matt UV Lacquer, Accent Grade



Engineered Wood

Sizes
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LimedWDBQ 001 LimedWDBQ 002 TintedWDBQ 003

TintedWDBQ 004 TintedWDBQ 005 TintedWDBQ 006

TintedWDBQ 007 TintedWDBQ 008 TintedWDBQ 009

TintedWDBQ 010 TintedWDBQ 011 TintedWDBQ 012

1 90 x 600

Size (mm)

All colours

Colour AvailabilityThickness (Lamella)

12 (3)

Finish

Matt UV Lacquer

Swatch colours may vary from original. Samples should be requested.

1

Oak top layer. Plywood backing

Parquet

Accent

Brushed

4-way bevel

FSC™ Mix

Internal use only. Suitable with underfloor heating

Tongue and groove 

Recommended for a bonded installation

Limed (WDBQ 001 & 002)

Tinted (all other colours)

Material: 

Format:

Grade:

Brushing:

Edge Detail:

Certification:

Application:

Installation:

Treatments:

Specification



Technical Data

Engineered Wood

CLASSIFICATION & SAFETY PROPERTIES

All test results are based upon current test data provided by the manufacturer and are provided in 
good faith. Domus Group Limited cannot be held responsible for any variation in the test data due 
to changes in manufacture or material characteristics. Errors & omissions excepted. Please refer to 
Domus Group Limited Terms & Conditions of Sale, 25 August 2026 3:52 pm

Impact resistance

Slip resistance

Emission pentachlorophenol

Thermal conductivity

Reaction to fire

Biological durability

Formaldehyde emission

Technical Characteristics Industry Standard

EN 14354:2020 (annex C)

BS EN 16165:2021

EN 13432:2008

EN 12524:2000

EN 13501-1

EN 335-1,2

EN 717-1

Performance

Class IC1

≥36 dry & wet (96 slider)

PCP<5x10 -6

0.13 W/mK

Cfl-S1

Class 1

E1

Compatible with underfloor heating systems subject to K21 installation advice available on request.

PERFORMANCE & DURABILITY PROPERTIES

Plywood

Gap between two adjacent boards 

Squareness (mm)

Spring (%)

Cup (%/m)

Gap between top layer of two 
adjacent boards

Distance from tongue to surface (mm) 

Distance from groove to surface (mm) 

Thickness of tongue (mm)

Width of groove (mm)

Length of tongue (mm)

Depth of groove (mm)

Bevel

Moisture content of the product (%)

Specification Nominal

0.2mm for every 1000mm 

< 0.1% of width

< 0.1% of length

< 0.2% of width

< 0.1mm

6

6

4

4.1

5

6

0.25 x 0.25

7

Tolerance

Moisture resistant (EN 636-1)

+ 0,1 / -0,1

+ 0.1 / -0.1

+ 0.1 / -0.1

+ 0.0 / -0.2

+ 0.1 / -0.2

+ 0.1 / -0.2

+ 0.3 / -0.1

+0.1 / -0.1

+ / -2
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